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DESCRIPTION
FenceSafe SR1 is the world’s first LPS 1175 Security Rated 
Temporary Fencing System. Offering a guaranteed minimum 
delay against attack of at least 60 seconds against a range 
of tools. 

The system is available at a height of 2.4m and features 
a foundation free installation. This is all thanks to the 
revolutionary patented cantilever FenceSafe base that 
conforms to BS EN 1991 for Wind Loading.

With anti-climb panels in the form of 76.2 x 12.5mm mesh 
apertures, additional security toppings can be fitted to the 
system to prevent scaling. The whole system is secured with 
CLD Fencing Systems SafeTFix hidden fixing system which 
means there are no external fixings to the attack face. 

Manufactured to ISO 9001:2015 and conforming to BS 1722 
Part 14 for open mesh steel panel fences. The system comes 
with a 15 year manufacturers guarantee against defects.

FINISH

Our FenceSafe SR1 system is galvanised and polyester 
powder coated in a wide range of RAL Colours. Galvanised 
only systems are available as well as Marine Grade PPC. 

DIMENSIONS
Heights 2.4m Nominal
  
Panel Width 2514mm 

Mesh Size 76.2 x 12.5mm

Wire Diameter 4mm (horizontals and 
  verticals) 

Posts  60 x 60mm SHS

Post Centres 2440mm 
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Going the extra secure mile... worldwide

Distributors in:

Australia  |  Estonia  |  France  |  New Zealand  |  South Africa  |  Sweden  |  UAE  |  UK  |  USA

Head Office:

Unit 11 Springvale Business Centre,
Millbuck Way, Sandbach, Cheshire CW11 3HY

Tel +44 (0)1270 764751
Fax +44 (0)1270 757503
Email info@cld-fencing.com

www.cld-fencing.com

London Office:
47 Gee Street, London, EC1V 3RS
Tel +44 (0)1270 764751

Sydney Office:
6th Floor, 10 Herb Elliot Avenue, Sydney Olympic Park, NSW 2127
Tel +61 (0) 2 8310 7429

Dubai Office:
Office 508, 5th Floor, Fairmont, Sheikh Zayed Road, Dubai, UAE
Tel +971 (0) 4311 6717
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